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  型号:
Item NO

L-KLS8-01108-EN0306

尼龙绝缘护套管型端子
NYLON-INSULATED CORD END TERMINAL

产品名称:
  NAME

0.3mm² 制图:
DRAW

审核:
CHECK

日期:
DATE

页数: 1/1
SHEET

客户
CUSTOMER
DRAWING

端子材质:紫铜
TERMINAL BODY:COPPER

绝缘材质:尼龙
INSULATBODY:NYLON

表面处理:环保锡
PLATING:TIN

壁厚:0.14±0.03
THICKNESS

绝缘护套温度:105℃
INSULATION OPEROTING TEMP

镀层厚度:1-3um
PLATING THICKNESS

镀层耐温:120°C/2小时
COATING TEMPERATURE

接线类型:多股线
STRANDED

     绝缘套颜色:多色
   INSULATION COLOR:MULTICOLOR

图纸可能有变动，请与工程组联系以获得最新版本。
IT IS SUBJECT TO CHANGE AND THE CONTROLLNG ENGINEERING ORGANIZATION SHOULD BE CONTACTED FOR THE LATEST REVISION.

李海忠

李秋

2023.6.9

•尺寸单位: mm

•DIMENSIONS:mm

RoHS

NINGBO KLS ELECTRONIC CO; LTD
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